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M2M & ISM Band
GSM & 3G UMTS PCB Antenna

Technical Drawing
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Smart metering antenna

Simple & quick installation

Suitable for plastic enclosures

The TCE-C3G-UF is the ideal antenna for any GPRS or UMTS data module, 
no matter what GSM Band it operates on.

The TC range covers all the cellular bands without compromising on 
performance or cost making them an ideal ‘one size fits all’ product for 
metering systems, equipment monitoring, and any other applications 
involving the transmission of data over cellular networks.

The TCE-C3G-UF is easy to install with pre-drilled mounting holes and 
industry standard UFL socket connector. The small size & low profile allow 
this antenna to be fitted in small spaces.
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M2M & ISM Band
GSM & 3G UMTS PCB Antenna

Part No.

TCE-C3G-UF

Electrical Data

Frequency Range (MHz) 805-894, 890-960, 1710-1880, 1900-2170

Operational Band GSM850 / CDMA850, GSM900, GSM1800, PCS1900, 3G UMTS

Gain: Isotropic 2dBi

Compared to ¼ wave 0dB

Pattern Omni-directional

Impedance 50Ω

Max Input Power (W) 10

Mechanical Data

Dimensions (mm)

Length 140

Width 10

Thickness 0.6

Operating Temp (°C) -40° / +80°C

Colour Black

Mounting Data

Fixing Holes Diameter (mm) Ø 3

Connector

Type U.FL socket

Height (mm) 1.25

H-Plane (1800MHz) Typical VSWR*H-Plane (900MHz) H-Plane (2000MHz)

* The VSWR of this antenna will vary depending on the mounting material
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